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1. ALL EXISTING UNDERGROUND UTILITIES ARE SHOWN BASED ON AVAILABLE RECORD MAPS.
THEIR EXACT LOCATION MAY DIFFER FROM THAT AS SHOWN AND OTHERS MAY EXIST.
CONTRACTOR SHALL VERIFY THE LOCATION OF UNDERGROUND UTILITIES PRIOR TO
CONSTRUCTION AND SHALL NOTIFY THE DIRECTOR'S REPRESENTATIVE OF ANY
DISCREPANCIES WITH THE PLANS.  IT SHALL BE THE CONTRACTORS RESPONSIBILITY TO
PROCEED WITH CARE IN EXECUTING THE WORK.  CONTACT U.F.P.O. 48 HOURS BEFORE
DIGGING AT 1-800-962-7962.

2. ANY EXISTING UNDERGROUND UTILITIES DAMAGED DURING CONSTRUCTION OPERATIONS
SHALL BE RESTORED TO ORIGINAL CONDITION IN CONFORMANCE WITH THE AGENCY HAVING
JURISDICTION. IT IS THE CONTRACTOR'S RESPONSIBILITY TO TAKE THE NECESSARY
PRECAUTIONS TO ENSURE THAT EXISTING UTILITIES WILL NOT BE DAMAGED DURING THE
COURSE OF NEW CONSTRUCTION. DAMAGED UTILITIES SHALL BE RESTORED AT THE
EXPENSE OF THE CONTRACTOR.

3. THE CONTRACTOR SHALL VERIFY EXISTING CONDITIONS IN THE FIELD PRIOR TO
COMMENCEMENT OF WORK AND NOTIFY THE OWNER'S REPRESENTATIVE OF ANY
CONDITIONS THAT VARY FROM THE PLANS.

4. THE CONTRACTOR SHALL COMPLY WITH ALL PERMIT CONDITIONS.

5. THE CONTRACTOR IS RESPONSIBLE FOR CONDUCTING HIS WORK IN A SAFE MANNER. ALL
WORK SHALL BE IN ACCORDANCE WITH THE LATEST APPLICABLE O.S.H.A REGULATIONS.

6. THE CONTRACTOR SHALL BE RESPONSIBLE FOR MAINTAINING PUBLIC TRAFFIC IN A SAFE
AND EFFICIENT MANNER AT ALL TIMES DURING THE CONSTRUCTION PERIOD.  PROVIDE
FENCING, SIGNS, FLAGMEN AND OTHER FACILITIES AS NECESSARY.

7. ALL UNUSABLE EXCESS MATERIALS AND UNSUITABLE SOILS AND DEBRIS SHALL BE REMOVED
FROM THE SITE AND DISPOSED OF BY THE CONTRACTOR IN A LEGAL MANNER.
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1. Unauthorized alteration or addition to a survey map bearing a Licensed Land Surveyor's seal is a violation of   section
7209, sub-division 2 of the New York State Education Law.

2. Only copies from the original of this survey marked with an original of the Land Surveyor's embossed seal shall be
considered valid true copies. (mylar prints shall be stamped with the survey(s ink seal with an original signature)

3. Certifications indicated hereon signify that this survey was prepared in accordance with the existing Code of Practice
for Land Surveys adopted by the New York State Association of Professional Land Surveyors, Inc. Said certifications
shall run only to the person for whom the survey is prepared and on his behalf the title company, governmental agency,
and lending institution listed hereon, and to the assignees of the lending institution. Certifications are not transferable to
additional instructions or subsequent owners.

4. Copyright 2018, Robert M. Sutherland, P.C. All rights reserved.
5. The location of sub-surface improvements are approximate and compiled from field location and mapping provided by

the respective utility companies. The contractor shall confirm the location of all utilities prior to the commencement of
excavation.

6. Subject to any findings of an accurate abstract of title or those discoverable by inspection.
7. All easements and right-of-ways of record as indicated in Title Insurance Commitment No. 15-Cen1612-0RT, issued by

Old Republic National Title Insurance Company with an effective date of November 17, 2006, or easements and
right-of-ways that are discoverable by inspection, are indicated hereon.

8. Subject to any and all right of ways and easements of record, if any.
9. North arrow and bearings based on grid north NAO 83 New York East zone 18.
10. Vertical datum based on NAVD 1988.
11. All distances shown hereon are ground distances.
12. Riparian rights, if any, have not been established as a result of this survey.
13. Building offsets, as shown on this map, are not to be used for construction purposes.
14. Missing property corners were not set as a result of this survey.

MAP NOTES:

1. "Map of Lands of City of Plattsburgh 44-48 Margaret Street,
Plattsburgh." prepared by Joseph J. Martina, L.S. dated September 30,
1974 and filed in the Clinton County Clerk's Office in Book 6 Page 57.

2. "Survey Map Showing Parcels of Land(Parcels A-J) owned by City of
Plattsburgh Proposed to be conveyed to City Plaza Associates."
prepared by Jolly and Russo Land Surveyors dated September 25,
1989 and filed in Clinton County Clerk's Office in Book 19 Page 71.

3. "Boundary Survey Portion of Lands of The City of Plattsburgh."
prepared by C.T. Male Associates, P.C. dated October 5, 2004 and on
file in the office of Robert M. Sutherland, P.C.

4. "Map Showing Plattsburgh Gateway-Phase 1 Site Plan." prepared by
Robert M. Sutherland, P.C. dated May 12, 2006.

REFERENCE MAPS:

1. City Plaza Associates to City of Plattsburgh by
deed dated February 27, 2003 and recorded on
Instrument# 2003-152840 on March 12, 2003 in
the Clinton County Clerk's Office.

2. Lease to ICV-NY, LLC to City of Plattsburgh by
deed dated May 26, 2006 and recorded as
Instrument# 2006-200533 on November 17, 2006
in the Clinton County Clerk's Office.

3. Richard A. Marks to City of Plattsburgh by deed
dated July 9, 2014 and recorded on Instrument#
2014-265603 on July 09, 2014 in the Clinton
County Clerk's Office.
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SURVEY INFORMATION PROVIDED BY ROBERT M.
SUTHERLAND, P.C., "ALTA SURVEY SHOWING
CERTAIN LANDS OF THE CITY OF PLATTSBURGH:
TAX MAP REFERENCE SECTION 207.20 - BLOCK 7 -
LOT 14 & LOT 15," PREPARED IN SEPTEMBER AND
OCTOBER OF 2018.
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1.  ANY DISTURBED AREAS THAT ARE LEFT EXPOSED
MORE THAN 14 DAYS, AND ARE NOT SUBJECT TO
CONSTRUCTION TRAFFIC, SHALL IMMEDIATELY
RECEIVE A TEMPORARY MULCHING AND/OR
SEEDING IF ESTABLISHING THE PERMANENT COVER
IS NOT FEASIBLE. IF THE SEASON PREVENTS THE
ESTABLISHMENT OF A TEMPORARY SEEDED COVER,
THE DISTURBED AREAS WILL BE MULCHED WITH
STRAW, OR EQUIVALENT  MATERIAL.

2. EXISTING PAVED ROADWAYS AND PARKING LOTS
SHALL BE KEPT CLEAN AT ALL TIMES.

3.  DUST CONTROL - WATER SHALL BE APPLIED BY
SPRINKLER OR WATER TRUCK DURING
CONSTRUCTION  OPERATIONS TO MINIMIZE
SEDIMENT TRANSPORT AND MAINTAIN ACCEPTABLE
AIR QUALITY CONDITIONS. REPETITIVE TREATMENTS
SHALL BE DONE AS NEEDED UNTIL THE SITE  IS
STABILIZED.

4. THE CONTRACTOR SHALL INSPECT THE
EFFECTIVENESS AND CONDITION OF EROSION
CONTROL DEVICES DURING STORM EVENTS, AFTER
EACH RAINFALL OF 0.5 INCH MAGNITUDE OR
GREATER, PRIOR TO WEEKENDS AND PRIOR TO
FORECASTED STORM EVENTS.

5. THE CONTRACTOR SHALL REPAIR OR REPLACE
DAMAGED EROSION CONTROL DEVICES
IMMEDIATELY OR AS SOON AS PRACTICAL.

6. AFTER ALL DISTURBED AREAS HAVE  BEEN 
STABILIZED AND THE FINAL INSPECTION HAS BEEN 
PERFORMED BY THE OWNER'S 
REPRESENTATIVE, REMOVE ALL REMAINING 
TEMPORARY  EROSION AND SEDIMENT CONTROL 
DEVICES.

EROSION CONTROL NOTES:DEMOLITION NOTES:

1.  THIS DRAWING IS BASED ON A SURVEY OF WESTELCOM
PARK, DATED 01-25-2019, PREPARED BY
KC ENGINEERING AND LAND SURVEYING, P.C.

2.  PRIOR TO COMMENCING WORK THE CONTRACTOR SHALL
VERIFY THE LOCATIONS OF ALL UNDERGROUND UTILITIES.
IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO UTILIZE
A LOCATING SERVICE TO VERIFY UNDERGROUND UTILITY
LOCATIONS.  CALL 1-800-962-7962 OR VISIT
WWW.DIGSAFELYNEWYORK.COM  FOR MORE INFORMATION.

3.  THE CONTRACTOR SHALL EXERCISE CARE DURING ALL
REMOVAL OPERATIONS TO ENSURE THE PROTECTION OF
EXISTING FACILITIES TO REMAIN.  DAMAGED FACILITIES
INTENDED TO REMAIN SHALL BE REPAIRED AT
CONTRACTOR'S EXPENSE.

4.  CONTACT CITY DPW IF ANY UNIDENTIFIED UTILITIES ARE
ENCOUNTERED DURING SANITARY PIPE REMOVAL. ANY
UNIDENTIFIED PIPING SHOULD BE TIED INTO SANITARY OR
STORM LINES AS RECOMMENDED BY CITY DPW.

5.  THE CONTRACTOR SHALL VERIFY WITH THE OWNER ANY
ITEMS INDICATED TO BE REMOVED THAT WILL BE SALVAGED.
DELIVER SALVAGED MATERIALS TO A STORAGE AREA
DESIGNATED BY THE OWNER.

6. PHASED ROAD CLOSURE FOR SANITARY WORK WITHIN
MARGARET AND DURKEE STREETS TO BE COORDINATED
WITH CITY DPW.

7. TREES BEYOND IMMEDIATE WORK AREA NOTED TO BE
REMOVED SHALL BE CUT FLUSH WITH GRADE. STUMPS TO
REMAIN IN PLACE FOR BANK STABILIZATION.

8. LIMB UP ALL TREES ALONG BANK TO PROVIDE CLEAR
SIGHTLINES TO THE RIVER FROM AN ELEVATION OF 6' ABOVE
FINISHED GRADE OF THE RIVERWALK, LIMBED HEIGHT SHALL
NOT BE BASED ON 6' ABOVE GRADE AT BASE OF EXISTING
TREES.
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LAYOUT NOTES
1.  PRIOR TO COMMENCING WORK THE CONTRACTOR SHALL

VERIFY THE LOCATIONS OF ALL UNDERGROUND UTILITIES.
IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO UTILIZE
A LOCATING SERVICE TO VERIFY UNDERGROUND UTILITY
LOCATIONS.

2.  THE CONTRACTOR SHALL STAKE OUT ALL WORK IN THE
FIELD PRIOR TO COMMENCING CONSTRUCTION AND NOTIFY
THE OWNERS REPRESENTATIVE  OF ANY DISCREPANCIES.

3.  ALL DIMENSIONS SHALL BE FROM THE FACE OF EDGING,
CURBS, OR WALLS UNLESS OTHERWISE NOTED.

4.  ALL NEW PAVEMENTS AND CURBS SHALL MEET EXISTING
PAVEMENTS AND CURBS WITH A SMOOTH TRANSITION AND
FLUSH JOINT.

5.  THE CONTRACTOR SHALL PROVIDE A 1.5% CROSS SLOPE
ON ALL CONCRETE WALKS CONFORMING TO ADA
REQUIREMENTS.

6.  THE CONTRACTOR SHALL PROVIDE WARNING CONES AND
BARRICADES AS REQUIRED TO PROTECT THE PUBLIC FROM
CONSTRUCTION OPERATIONS.

7.  SUCCESSFUL LOW BIDDER WILL BE PROVIDED A CAD FILE
FOR LAYOUT PURPOSES.

LEGEND
SYMBOL DESCRIPTION

4
L700

GRANITE BLOCK
RETAINING WALL

8,9
L700

GRANITE CURB 3,5
L700

CONCRETE PAVEMENT-
PEDESTRIAN TRAFFIC
 (EJ = EXPANSION JOINT )

TRADITIONAL BENCH 12
L700

EJ

PLANTER BENCH

PEDESTRIAN LIGHT POLE

BIKE RACKS

WAYFINDING SIGN

TRASH & RECYCLING
RECEPTACLE

14
L700

9
L701

11
L700

1
L701

RAILING
13

L701

T R

UNAUTHORIZED ALTERATION OR ADDITION TO THIS
DOCUMENT IS A VIOLATION OF SECTION 7209 OF THE
NEW YORK STATE EDUCATION LAW. © 2022 ALL RIGHTS
RESERVED SARATOGA ASSOCIATES

SARATOGA ASSOCIATES PROJECT #:

PHASE:

DATE:

CHECKED BY:
DRAWN BY:

REVISIONS

18039.10

NO DATE DESCRIPTION DRAWN CHK

City of Plattsburgh, NY

Downtown Revitalization
Initiative: Streetscape and
Riverfront Access

SCALE:

11-18-2022

100% CD
ELG/RJM/DMS
ELG/JMM

Riverwalk:
Bridge to Broad Streets

L300
LAYOUT AND
MATERIALS

PLAN

1"=20'-0"

Feet
0 20 40N

AutoCAD SHX Text
WV

AutoCAD SHX Text
WV

AutoCAD SHX Text
S A R A N A C    R I V E R

AutoCAD SHX Text
TOP OF BANK

AutoCAD SHX Text
W

AutoCAD SHX Text
E

AutoCAD SHX Text
E

AutoCAD SHX Text
E

AutoCAD SHX Text
E

AutoCAD SHX Text
HAND RAIL

AutoCAD SHX Text
TOP OF BANK

AutoCAD SHX Text
RAP

AutoCAD SHX Text
RIP



UGE

UGE

UGE

D

OH

OH

OH

OH

OH

OH

OH

OH

OH

UE
UE

UE

UE
UE

UE
UE

UE
UE

UE
UE

UE

UE
UE

UE
UE

UE
UE

UE
UE

UE

UE
U

E
U

E
U

E
U

E
U

E
U

E
U

E
U

E
U

E
U

E
U

E
U

E
U

E
U

E

UE

UE

U
E

U
E

U
E

U
E

U
E

U
E

U
E

U
E

U
E

U
E

U
E

U
E

U
E

U
E

U
E

UE

UE

ST
ST

ST
ST

ST

ST

ST

ST

ST

ST

ST

ST

ST

ST

ST

ST

ST

ST

ST

ST

ST

ST

ST

ST

ST
ST

ST
ST

ST
ST

ST
ST

ST
ST

ST
ST

ST
ST

ST
ST

ST
ST

ST
ST

ST
ST

E
E

E
E

E
E

E
E

E
E

E
E

E

(118)

(11
9)

(1
20

)

EX. DMH
EX RIM 119.65
15" INV 114.25

CB
EX RIM 120.26
12" INV (W) 115.91
15" INV (S) 114.86
15" INV (E) 114.76

1.75%
→

118

119

RESET HAND HOLE
EX. RIM 119.26
PROPOSED RIM 119.74

(120)

(120)

(12
1)

  18" DIA CB
  119.36 RIM
+115.36 INV OUT 8"

 119.66 +

 119.56 +

ME
120.05

 +

 + 119.92

      BW 119.50
TW 120.56

+

BW 118.58
TW 120.58
+

      +
BW 119.60
TW 119.80

+
BW 117.82
TW 119.82

MATCHLINE

12
0

+TC 120.07
  BC 120.07

+TC 120.56
  BC 120.06

  TC 120.53
+BC 120.03

+TC 120.00
  BC 120.00

1%→

 + 119.97

 + 120.09

3%→

8
L701

OH

OH

OH

OH

OH

OH

OH

OH

OH

OH

OH

OH

OH

OH

OH

OH

OH

OH

OH

OH

OH

OH

OH

OH

OH

OH

OH

OH

OH

OH

OH

OH

Existing 15" R
C

P Storm
 D

rain

E
E

E
E

EEEEEEEEEEEEEE

EEE

E
E

E

11
7

(113)

(110)

(114)

(115)

(116)

(1
20

)

1%→

(1
18

)

(117)

+
   BW 114.56

+
   BW 115.25

BW 117.06
TW 117.48
+

BW 117.23
TW 117.73
+

      BW 119.75
TW 119.98

+

BW 118.00
TW 120.00
+

+
 BW 118.10  +
 TW 119.60

BW 119.56
TW 119.76 +

      +
BW 119.60
TW 119.80

+
BW 117.82
TW 119.82

M
AT

C
H

LI
N

E

MATCHLINE

1143%→

11
5

11
6

+
BW 114.11
TW 115.61

BW 115.27
TW 115.70
+

BW 115.55
TW 115.59

+

MONITORING WELL
TO BE CHANGED

TO FLUSH MOUNT
BY OTHERS

114.63
+

3%→
3%→

(115)
(114)

(1
20

)

(1
25

)

BW 117.30
TW 118.30
+

BW 116.95
+

BW 115.30
+

BW 117.33
 TW 118.60

BW 115.77
+

+

BW 117.27
 TW 117.77

+
114.33

114.15
+
+
TW 114.13
BW 113.50

12
5

SLOPE
STABILIZATION

NOTE:
MONITORING WELL FLUSH MOUNTING
WILL BE CONDUCTED AFTER THE
INSTALLATION OF CONCRETE PAVEMENT
TO MATCH CONCRETE ELEVATION

TC 117.46
BC 117.46+

+TC 117.86
BC 117.36

OH

OH

OH

OH

OH

EEEEEEEEE

E

E

E

E

E

E

E

E

E

E

E

E

E

E

E
E

E

E

←3%

117

1.0%→+(116.24±)

M
AT

C
H

LI
N

E

+
116.25

114

115

116

(110)

(115)

(105)

(105)

+
BW 114.11
TW 115.61

+
BW 114.50
TW 116.00

BW 115.27
TW 115.70
+

BW 115.27
TW 116.02

+BW 115.55
TW 115.59

+

+
TW 116.41
BW 115.70

+ BW 112.10

BW/TW
116.43
+

(114)
(110)

(110)

+
TC 116.88
BC 116.38

+
116.50
(HP)

←1.0%

+  TC 117.25
    BC 116.75
+
TC 116.71
BC 116.21

TC 116.92 +
BC 116.42

(115)

+
TW 114.98
BW 110.20

+
TW 115.98
BW 114.10

+
TW 114.48
BW 110.00

+
TW 116.16
BW 115.90

BW/TW
116.07
+
+

BW 115.85

+
114.33

114.15
+

M
AT

C
H

LI
N

E

L4
00

/L
40

1

+
TW 114.13
BW 113.50

BW/TW
116.18
+BW/TW

116.00
+

BW/TW
115.00
+BW/TW

114.50
+

BW/TW
113.96
+

(117)

117

1. PRIOR TO COMMENCING WORK THE CONTRACTOR SHALL
VERIFY THE LOCATIONS OF ALL UNDERGROUND UTILITIES.
IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO UTILIZE
A LOCATING SERVICE TO VERIFY UNDERGROUND UTILITY
LOCATIONS.

2. THE CONTRACTOR SHALL STAKE OUT ALL GRADES IN THE
FIELD AND NOTIFY THE OWNER'S REPRESENTATIVE
IMMEDIATELY OF ANY DISCREPANCIES.

3. THE CONTRACTOR SHALL GRADE THE SITE TO PROVIDE
POSITIVE DRAINAGE TO CATCH BASINS AND STORM WATER
FACILITIES.

4. ALL DRAINAGE INLETS SHALL BE SET AT THE LOW POINT
WITHIN THE SURROUNDING AREA AND RECEIVE INLET
PROTECTION DURING CONSTRUCTION IN ACCORDANCE
WITH THE DETAIL.

5. TRANSITIONS FROM ALL NEW PAVEMENTS TO EXISTING
PAVEMENTS SHALL BE SMOOTH AND FLUSH. SIDEWALK
CROSS-SLOPES SHALL NOT EXCEED 1.75% IN ACCORDANCE
WITH ADA STANDARDS. DIRECTION-OF-TRAVEL SLOPES
SHALL NOT EXCEED 4.75%.

6. REFER TO DETAIL 10/L701 FOR SLOPE STABILIZATION

7. MONITORING WELL FLUSH MOUNTING WILL BE CONDUCTED
AFTER THE INSTALLATION OF CONCRETE PAVEMENT TO
MATCH CONCRETE ELEVATION

GRADING AND DRAINAGE NOTES
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1. PRIOR TO COMMENCING WORK THE CONTRACTOR SHALL
VERIFY THE LOCATIONS OF ALL UNDERGROUND UTILITIES.
IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO UTILIZE
A LOCATING SERVICE TO VERIFY UNDERGROUND UTILITY
LOCATIONS.

2. THE CONTRACTOR SHALL STAKE OUT ALL GRADES IN THE
FIELD AND NOTIFY THE OWNER'S REPRESENTATIVE
IMMEDIATELY OF ANY DISCREPANCIES.

3. THE CONTRACTOR SHALL GRADE THE SITE TO PROVIDE
POSITIVE DRAINAGE TO CATCH BASINS AND STORM WATER
FACILITIES.

4. ALL DRAINAGE INLETS SHALL BE SET AT THE LOW POINT
WITHIN THE SURROUNDING AREA AND RECEIVE INLET
PROTECTION DURING CONSTRUCTION IN ACCORDANCE
WITH THE DETAIL.

5. TRANSITIONS FROM ALL NEW PAVEMENTS TO EXISTING
PAVEMENTS SHALL BE SMOOTH AND FLUSH. SIDEWALK
CROSS-SLOPES SHALL NOT EXCEED 1.75% IN ACCORDANCE
WITH ADA STANDARDS. DIRECTION-OF-TRAVEL SLOPES
SHALL NOT EXCEED 4.75%.

6. REFER TO DETAIL 10/L701 FOR SLOPE STABILIZATION

7. MONITORING WELL FLUSH MOUNTING WILL BE CONDUCTED
AFTER THE INSTALLATION OF CONCRETE PAVEMENT TO
MATCH CONCRETE ELEVATION
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1. PRIOR TO COMMENCING WORK THE CONTRACTOR SHALL VERIFY THE
LOCATIONS OF ALL UNDERGROUND UTILITIES.  IT IS THE
RESPONSIBILITY OF THE CONTRACTOR TO UTILIZE A LOCATING
SERVICE TO VERIFY UNDERGROUND UTILITY LOCATIONS.

2. CONTRACTOR SHALL COORDINATE CLOSELY WITH PLATTSBURGH
MUNICIPAL LIGHTING DEPARTMENT (PMLD) FOR THE REMOVAL OF THE
EXISTING ELECTRICAL TRANSFORMER AND INSTALLATION OF NEW
EQUIPMENT WITHIN THE PROPERTY BOUNDARIES.

3. PMLD TO DESIGNATE SOURCES OF ELECTRICAL POWER
(TRANSFORMER/STIANLESS STEEL PANEL NEAR PARKING GARAGE).

4. PMLD TO PERFORM RETIREMENT OF OLD TRANSFORMER,
CONDUCTOR, STAINLESS STEEL PANEL, CONCRETE VAULT, AND
EXISTING ANTIQUE-STYLE STREET LIGHTS ALONG EXISTING PATH.
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SYMBOL QTY. BOTANICAL NAME COMMON NAME SIZE ROOT NOTE

DECIDUOUS TREES

AC 6 AMELANCHIER CANADENSIS SHADBLOW SERVICEBERRY 7-8' HGT B&B MULTI-STEM

BN 3 BETULA NIGRA 'HERITAGE' RIVER BIRCH 2" CAL B&B SINGLE

TC 3 TILIA CORDATA 'GREENSPIRE' GREENSPIRE LINDEN 2-2.5" DBH B&B HEAVY

EVERGREEN TREES

JC 4 JUNIPERUS VIRGINIANA ' CORCORCOR' EMERALD SENTINEL EASTERN RED CEDAR 6' HT. B&B AS SHOWN

SHRUBS

AM 6 ARONIA MELANOCARPA 'AUTUMN MAGIC' BLACK CHOKEBERRY 24-30"HGT #3 CONT. 5' O.C.

CS 2 CORNUS SANGUINEA 'MIDWINTER FIRE' BLOODTWIG DOGWOOD 24-30"HGT #3 CONT. 3' O.C.

FG 25 FOTHERGILLA GARDENII 'MOUNT AIRY' MOUNT AIRY FOTHERGILLA 24-30"HGT #3 CONT. 4' O.C.

HV 6 HAMAMELIS VIRGINIANA 'LITTLE SUZIE' WITCH HAZEL 'LITTLE SUZIE' 24-30"HGT #3 CONT. 4' O.C.

IJ 3 ILEX VERTICILLATA 'MR. POPPINS' WINTERBERRY (MALE) 24-30"HGT #3 CONT. 4' O.C.

IR 14 ILEX VERTICILLATA 'BERRY POPPINS' WINTERBERRY (FEMALE) 24-30"HGT #3 CONT. 4' O.C.

KL 14 KALMIA LATIFOLIA 'ELF' DWARF MOUNTAIN LAUREL 24-30"HGT #3 CONT. 4' O.C.

RA 38 RHUS AROMATICA 'GROW-LOW' LOW-GROW SUMAC 3' SPR CONT. 3' O.C.

VC 14 VIBURNUM CARLESII 'COMPACTUM' COMPACT KOREANSPICE VIBURNUM 3' HT CONT. AS SHOWN

PERENNIALS, GRASSES, VINES

AS 18 ATHYRIUM FILIX-FEMINA LADY FERN #1 CONT. 12" O.C.

CA 17 CALAMAGROSTIS X ACUTIFLORA 'KARL FOERSTER' KARL FOERSTER GRASS #2 CONT. 18" O.C.

DC 32 DESCHAMPSIA CESPITOSA 'PIXIE FOUNTAIN' TUFTED HAIR GRASS #2 CONT. 18" O.C.

EP 16 ECHINACEA PURPUREA PURPLE CONE FLOWER #1 CONT. 12" O.C.

NF 28 NEPETA RACEMOSA 'WALKER'S LOW' WALKER'S LOW CATMINT #1 CONT. 12" O.C.

PB 31 PEROVSKIA ATRIPLICIFOLIA 'BLUE JEAN BABY' COMPACT RUSSIAN SAGE #2 CONT. 24" O.C.

PV 32 PANICUM VIRGATUM 'NORTHWIND' SWITCH GRASS 'NORTHWIND' #2 CONT. 24" O.C.

RF 24 RUDBECKIA FULGIDA VAR. SPECIOSA SHOWY BLACK-EYED SUSAN #2 CONT. 24" O.C.

SN 22 SALVIA NEMOROSA 'CARADONNA' CARADONNA MEADOW SAGE #1 CONT. 12" O.C.

SH 36 SPOROBULUS HETEROLEPIS 'TARA' PRAIRIE DROPSEED #2 CONT. 24" O.C.

PLANTING LIST

1
AC

PLANT QUANTITY

PLANT SYMBOL

TYPICAL SHRUB
PLANTING

1. THE CONTRACTOR SHALL VERIFY FIELD CONDITIONS PRIOR TO COMMENCING PLANTING WORK AND NOTIFY THE OWNER'S
REPRESENTATIVE IMMEDIATELY IF CONDITIONS DETRIMENTAL TO NEW AND EXISTING PLANT MATERIAL ARE ENCOUNTERED.

2. PRIOR TO COMMENCING WORK, THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL UNDERGROUND UTILITIES.  IT IS
THE RESPONSIBILITY OF THE CONTRACTOR TO UTILIZE A LOCATING SERVICE TO VERIFY UNDERGROUND UTILITY LOCATIONS.

3. THE CONTRACTOR SHALL STAKE LOCATIONS OF ALL PLANT MATERIALS PRIOR TO INSTALLATION.  NOTIFY THE OWNER'S
REPRESENTATIVE WHEN STAKING IS COMPLETE, TO DETERMINE FINAL LOCATIONS.

4. ALL PLANT BEDS AND TREE PITS SHALL RECEIVE 4" OF SHREDDED BARK MULCH.

5. THE CONTRACTOR SHALL FURNISH AND INSTALL 4" DEPTH  OF TOPSOIL AND SEED LAWN AREAS AND ALL AREAS DISTURBED
AS A RESULT OF NEW CONSTRUCTION.

TYPICAL DECIDUOUS
TREE PLANTING

4
701

PLANTING NOTESPLANTING LEGEND

5
701

TYPICAL PERENNIAL AND
GRASS  PLANTING

6
701

TYPICAL FLOWERING
TREE PLANTING

4
701

TYPICAL EVERGREEN
TREE PLANTING

EXISTING TREES 1
SH 3

NF

3
EP

TYPICAL PLANTER BENCH PLANTING
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COMPACTED SUB-GRADE

FINISH GRADE, MATERIAL VARIES

GRANITE CURB, 5" WIDE X 16"
DEEP THERMAL FINISH TOP,
QUARRY SPLIT FACE (NYSDOT
TYPE "A" STONE CURB, ITEM
609.0101)

EXPANSION JOINT FOR CONCRETE

8" 5"

CONTINUOUS CAST IN PLACE
CONCRETE BACKING

6" REVEAL (TYP.)

16
"

 7
"

TO
 T

O
P 

O
F

PA
VE

M
EN

T

FINISHED
GRADE

7" COMPACTED AGGREGATE
SUBBASE MATERIAL NYSDOT
TYPE 2, ITEM NO. 304.12,
COMPACTED TO 95% MODIFIED
PROCTOR

NOT TO SCALE
SEDIMENT CONTROL FENCE1

NOT TO SCALE
CONCRETE PAVEMENT - PEDESTRIAN TRAFFIC4

UNDISTURBED GROUND

8"

DISTURBED
AREA

UNDISTURBED
AREA

SEDIMENT CONTROL FENCE FABRIC

8'-0" O.C. MAX.

M
IN

.

20
" 

SEDIMENT CONTROL FENCE FABRIC

16
" 

8" DEEP TRENCH, BACKFILL AND
COMPACT SOIL

TRENCH AND EMBED FENCE FABRIC A
MINIMUM OF 8" INTO GROUND

SEDIMENT BUILD-UP, MAINTAIN AT 12" MAX.

36" HARDWOOD OR STEEL FENCE  POST,
DRIVEN MINIMUM 16" INTO  GROUND.
ATTACH FABRIC SECURELY TO FENCE
POSTS. LOCATE FENCE  POSTS DOWN
SLOPE OF FABRIC.

TRENCH AND EMBED FENCE FABRIC A
MINIMUM OF 8" INTO GROUND

36" HARDWOOD OR STEEL FENCE  POST,
DRIVEN MINIMUM 16" INTO  GROUND.
ATTACH FABRIC SECURELY TO FENCE
POSTS. LOCATE FENCE  POSTS DOWN
SLOPE OF FABRIC.

3/8" WIDE COMPRESSIBLE
EXPANSION JOINT FILLER WITH
SEALANT SEE PLANS FOR LAYOUT

1" DEEP x 1/4" WIDE  TOOLED
SCORE JOINT, SEE PLANS FOR
LAYOUT

COMPACTED SUB-GRADE

3/4"Ø x 15" LONG  STEEL DOWELS
@ 24" O.C., 7 1/2" EMBEDMENT
EACH END, GREASE ONE END

4" THICK CONCRETE PAVEMENT

 6X6 - W2.9XW2.9 WWM (2" CLEAR)

6" COMPACTED AGGREGATE
SUBBASE MATERIAL NYSDOT
TYPE 2, ITEM NO. 304.12,
COMPACTED TO 95% MODIFIED
PROCTOR

4"
6"

STABILIZATION GEOTEXTILE

NOT TO SCALE
GRANITE CURB3

6"

FINISHED GRADE

COMPACTED SUB-GRADE

1/4"  REVEAL

7"
10

"
6"

6'-0"

NOT TO SCALE
GRANITE TRANSITION CURB5

GRANITE TRANSITION CURB, 5" WIDE X 16" DEEP
THERMAL FINISH TOP, QUARRY SPLIT FACE
(NYSDOT TYPE "A" STONE CURB, ITEM 609.0101)

7" COMPACTED AGGREGATE
SUBBASE MATERIAL NYSDOT
TYPE 2, ITEM NO. 304.12, COMPACTED TO
95% MODIFIED PROCTOR

NOTES:
1. INSTALL BIKE RACKS ACCORDING TO

MANUFACTURER'S SPECIFICATIONS.
2. SEE SITE PLAN FOR LOCATIONS.

35
 3

/4
"

32
 3

/8
"

3/ 8" THICK 7" STEEL
PLATE

4" CONCRETE
PAVEMENT

2 3/ 8" OD STEEL TUBING
WITH POWDER COAT
FINISH BLACK

ANCHOR BOLTS PER
MANUFACTURERS
SPECIFICATIONS

3' 3' 3'

SMOOTH FINISH 2" WIDE

SOFT BRISTLE
BROOM FINISH

2"

CONCRETE FINISH

1" DEEP x 1/4" WIDE
TOOLED SCORE JOINT,
SEE PLANS FOR LAYOUT

NOT TO SCALE
TRASH/RECYCLE RECEPTACLE11

FINISH GRADE
CONCRETE
PAVEMENT

SURFACE MOUNT
CONTAINERS TO
PAVEMENT IN
ACCORDANCE
WITH
MANUFACTURER'S
RECOMMENDATION

TRASH OR
RECYCLE

CONTAINER

BASE PLATE AND
ANCHOR BOLTS PER
MANUFACTURER
RECOMMENDATION

NOT TO SCALE
GRANITE BLOCK TYPICAL7

END VIEW

SAWN FINISH ON
ABUTTING JOINTS

END BLOCKS
SPLIT FACE ON

VISIBLE SIDE

SIDE VIEW

SPLIT FACE FINISH
(BOTH SIDES)

SAWN BOTTOM, TYP.

2'
-0

"

2'
-0

"
2'

-0
"

5'-0"

SAWN (ABUTTING JOINTS)
SPLIT (VISIBLE ENDS, 2 QTY.

TOP VIEW

SPLIT FACE FINISH

NOTES:

1. GRANITE BLOCKS: BASIS OF
DESIGN IS "BLUE SKY GRAY".

2. GRANITE TYPE AND
SUPPLIER FOR ALL
DIMENSIONAL BLOCKS AND
CURBING TO BE FROM SAME
SOURCE / MANUFACTURER.

3. TYPICAL END FACES OF
BLOCK (FOR BLOCK JOINTS)
TO BE SAWN, EXCEPT FOR
VISIBLE END FACES OF
BLOCK AT BEGINNING AND
END OF WALL WHICH SHALL
BE SPLIT FACE.

4. SUBMIT SHOP DRAWINGS
PRIOR TO FABRICATION.

12" THICK CAST IN PLACE
CONCRETE RETAINING WALL

#4 REBAR AT 12" O.C.
EACH WAY

6" DEPTH DRAINAGE STONE
NYSDOT #2 CRUSHED STONE

VA
R

IE
S,

 S
EE

G
R

AD
IN

G
 P

LA
N

1" CHAMFER EDGE

SMOOTH RUBBED FINISH TOP,
EXPOSED FACE TO BE
SIMULATED STONE MASONRY
WALL - FORM LINER PANEL
(SCOTT SYSTEM #167A ASHLAR
STONE A OR APPROVED EQUAL)

FINISH GRADE
CONCRETE PAVEMENT

FINISH GRADE

10

12
"

7'-0"

NOT TO SCALE
BICYCLE RACK14

12"

WEEP HOLES AT 4' O.C.

24"

NOT TO SCALE
EMBEDDED DECORATIVE BOLLARD13

M
IN

. 3
'-6

"
3'

-0
"

MIN 8" 

2'-0"

COMPACTED
SUB-GRADE

UNDISTURBED
SUBGRADE
2'-0" DIA. CONCRETE
FOOTING

INTEGRATED
ANCHOR DOWELS,
OR PROVIDE EPOXY
COATED REBAR, 7"
LONG

BOLLARD, EMBEDDED
MOUNTING

REFLECTIVE STRIPE,
2 TOTAL BETWEEN
HORIZONTAL BANDS

PEDESTRIAN
CONCRETE
PAVEMENT

1% PITCH

SECTION
COMPACTED SUBGRADE
STABILIZATION GEOTEXTILE

6" COMPACTED AGGREGATE
SUBBASE MATERIAL NYSDOT
TYPE 2, ITEM NO. 304.12,
COMPACTED TO 95%
MODIFIED PROCTOR

MIN.
6",

TYP. ALL
SIDES

FINISH
GRADE

GRANITE BLOCK
RETAINING WALL

CONCRETE PAVEMENT

COMPACTED AGGREGATE
SUBBASE MATERIAL NYSDOT
TYPE 2

SURFACE MOUNTED
4'-0" RAILING

SECTION COMPACTED SUBGRADE
STABILIZATION GEOTEXTILE

6" COMPACTED AGGREGATE
SUBBASE MATERIAL NYSDOT
TYPE 2, ITEM NO. 304.12,
COMPACTED TO 95%
MODIFIED PROCTORMIN.

6",
TYP. ALL

SIDES

GRANITE
SEAT WALL

FINISH GRADE
SEE GRADING PLAN

NOT TO SCALE
GRANITE SEAT WALL9

1'
-6

"

FINISH GRADE
CONCRETE
PAVEMENT

NOT TO SCALE
GRANITE BLOCK RETAINING WALL8

SURFACE MOUNTED
4'-0" RAILING

NOT TO SCALE
CONCRETE RETAINING WALL

3'
-0

" 
M

IN
TO

 F
IN

IS
H

 G
R

A
D

E

1'-7"

NOT TO SCALE
BENCH12

FINISH GRADE
PAVEMENT

SURFACE MOUNT
BENCH TO PAVEMENT
IN ACCORDANCE WITH
MANUFACTURER'S
RECOMMENDATION

2" X 3" IPE SLATS

GALVANIZED STEEL
MEMBERS POWDER
COATED FINISH.
COLOR: BLACK

17"

BASE PLATE AND
ANCHOR BOLTS PER
MANUFACTURER
RECOMMENDATION

NOTE:
SEE PLANS FOR LOCATIONS.

EXPANSION
JOINT

1% PITCH PLAN VIEW

SECTION VIEW

LOCATE FENCE
AT DRIP EDGE
OF TREE (TYP.)

4' HIGH ORANGE
PLASTIC SNOW
FENCE

STEEL FENCE
POSTS AT 6' O.C.

NOT TO SCALE
TREE PROTECTION2

1'-2"

2"

1% PITCH 10"

SINGLE WIDTH CONCRETE BLOCK WALL
WITH VERTICAL FACE

FINISH GRADE, MATERIAL VARIES

SECTION COMPACTED SUBGRADE
STABILIZATION GEOTEXTILE

2" THICK PRECAST CONCRETE
CAPSTONE, SMOOTH FINISH
SET CAP ON MASONRY ADHESIVE

1" BULLNOSE, BOTH SIDES

2" DRIP EDGE BOTH SIDES

3/8" DIA.  SS CAPSTONE PIN, EMBED 1"
INTO CAPSTONE, 3" INTO BLOCK,
SET IN EPOXY, (4) PINS PER CAPSTONE

FILTRATION GEOTEXTILE

6" COMPACTED AGGREGATE SUBBASE
MATERIAL NYSDOT
TYPE 2, ITEM NO. 304.12, COMPACTED
TO 95% MODIFIED PROCTOR

NOT TO SCALE
MODULAR BLOCK WALL6

2"

12"

VA
R

IE
S,

SE
E 

G
R

AD
IN

G
 P

LA
N

12" DEPTH, NYSDOT SIZE
DESIGNATION 2 CRUSHED STONE MIX

6"

FRONT ELEVATION

RANDOM LINEAR PATTERN WITH
OFFSET JOINT PLACEMENT

END CAPSTONES
LENGTH MAY VARY

FROM 4'-0"
4'-0" TYPICAL CAPSTONE

LENGTH

3/8" WIDE MORTAR JOINT, FLUSH FINISH

FINISH GRADE, MATERIAL VARIES

VA
R

IE
S,

 S
EE

G
R

AD
IN

G
 P

LA
N

BURY 1/2 BLOCK

EXPANSION JOINT

NOTE:
REFER TO NYDOT
ITEM 555.73000011
SIMULATED STONE
MASONRY WALLS
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14" DIA.

CAST IN PLACE CONCRETE BASE

UNDISTURBED SUBGRADE

14
'-0

"
4'

-0
"

2"
24

"

2" PVC CONDUIT

FINISH GRADE, CONCRETE PAVEMENT

EXPANSION JOINT & SEALANT

3/4" CHAMFER (TYP.)

PAVEMENT SECTION

DUPLEX OUTDOOR GFI RECEPTACLE AT

NOT TO SCALE
SITE LIGHTING1

4" DIA. FLUTED LIGHT POLE
COLOR: BLACK

LED LIGHT FIXTURE

11.5" DIA. BASE

4 ANCHOR BOLTS AND 1 GROUND LUG PER
MANUFACTURERS RECOMMENDATION

DESCRIPTION
W/BASE

BOXES (STACKABLE)

GASKET

COVER

BOX

NOTE: CONDUITS SHALL COME UP
THRU HANDHOLE
AND SWEEP INTO SPACE.

FLARED
EDGES

2"

1/2" X 2 1/2" PULL SLOT

3/8-16 UNC S.S. HEX HEAD
BOLT  W/ WASHER AND
GROMMET (4)

OPTIONS:
1. COVER SHALL SAY ELECTRIC
2. GRAY IN COLOR

AWEIGHTPART NO.
1730-24 135#

A

24"

SKID RESISTANT SURFACE

FINISH GRADE, PAVEMENT

6" SAND ENVELOPE SURROUNDING
CONDUIT

2'
-0

"

AGGREGATE SUBBASE MATERIAL

UNDERGROUND UTILITY WARNING
TAPE

6"

NOT TO SCALE
ELECTRICAL TRENCH2

NOT TO SCALE
HAND HOLE3

2" SCH. 80 PVC CONDUIT.
CONDUCTORS SHALL BE TIN COATED,
SOFT DRAWN, ANNEALED, SOLID
COPPER CONFORMING TO ASTM 33
WITH  4/64" THICK PVC (POLYVINYL
CHLORIDE) INSULATION CONFORMING
TO UL STANDARD #43

FINISH GRADE, LAWN

SUITABLE NATIVE BACKFILL

6"

3" DIA. X 7' CEDAR
STAKE, (3) AT 120°
SPACING

ROOT BALL
TREE TRUNK

#12 GAUGE GALVANIZED
ANNEALED WIRE WITH
TURNBUCKLE
RUBBER HOSE
FRICTION GUARD

4" SHREDDED BARK MULCH TREE RING
FINISH GRADE, MULCH SURFACE
4" DEEP SAUCER

BACKFILL TREE PIT WITH
AMENDED TOPSOIL
TREE PIT TO BE 1X BALL
DEPTH BY 2X BALL WIDTH,
SCARIFY
ROOT BALL
UNDISTURBED SUBGRADE

RUBBER HOSE
FRICTION GUARD

4'
-0

"

3" DIA. X 7' CEDAR STAKE,
(3) AT 120° SPACING

#12 GAUGE GALVANIZED ANNEALED
WIRE WITH TURNBUCKLE

3'
-0

"

TREE GUYING DETAIL

1'-0"

SPACE AS NOTED ON
PLANT LIST AND PLANS

1'
-0

"

4" SHREDDED BARK MULCH

ROOTBALL

FINISH GRADE, MULCH SURFACE

AMENDED TOPSOIL

UNDISTURBED SUBGRADE

NOT TO SCALE
TYPICAL DECIDUOUS TREE PLANTING4

NOT TO SCALE
TYPICAL SHRUB PLANTING5

NOT TO SCALE
TYPICAL PERENNIAL/GROUNDCOVER PLANTING6

UNDISTURBED SUBGRADE

PERENNIAL/GROUNDCOVER
PLANTINGS

REFER TO
PLANTING
SCHEDULE

FOR SPACING

SCARIFY BOTTOM OF
PLANTING AREA

4" SHREDDED
BARK MULCH

6" AMENDED TOPSOIL

TREE GRATE
FRAME WITH

CONCRETE STUD

SHREDDED BARK MULCH
UNDER GRATE, 2" MAX.

CU STRUCTURAL SOIL

UNDISTURBED SUBGRADE

TREE PLANTING

ROOT
BALL

48" TREE GRATE

NOT TO SCALE
TREE PIT11

SLOPE
FINISH GRADE,
UNIT PAVERS

6"

NYLOPLAST DRAIN
BASIN (PVC BODY)

HDPE STORM PIPE

 DUCTILE IRON
FRAME AND GRATE

GRATE

HDPE PIPE ADAPTOR

HDPE STORM PIPE

6" DEPTH #2 CRUSHED
STONE COMPACTED TO
95% MODIFIED PROCTOR

STANDARD H20 RATED DUCTILE IRON
ROUND FRAME AND GRATE
BLACK PAINTED FINISH

FINISH GRADE

FINAL BACKFILL, COMPACTED SUITABLE
NATIVE BACKFILL

INITIAL BACKFILL AND HAUNCH  MATERIAL,
COMPACTED NYSDOT #2 CRUSHED STONE MIX

HDPE STORM PIPE

PIPE BEDDING, 6" COMPACTED NYSDOT #2
CRUSHED STONE MIX

UNDISTURBED SUBGRADE

2'
-0

"
M

IN
.

6"
6"

UNDER
LAWN

6" 6"

NOT TO SCALE
STORM SEWER PIPE TRENCH7

FINAL BACKFILL, COMPACTED AGGREGATE
SUBBASE MATERIAL, NYSDOT TYPE 2, ITEM 304.12

MAX. SLOPE 2H:1V

COMPACTED SUITABLE FILL
MATERIAL OR CUT SLOPE

LAWN SEEDING OR
SHRUB PLANTING
SEE PLANTING PLAN EROSION CONTROL BLANKET

NORTH AMERICAN GREEN
C125BN OR APPROVED
EQUAL

BLEND SLOPE TO
MEET EXISTING
GRADE

4" SHREDDED BARK MULCH
(FOR SHRUB PLANTING ONLY)

FINISH GRADE
VARIES

NOT TO SCALE
AREA DRAIN8

UNDER
PVMT.

NOT TO SCALE
SLOPE STABILIZATION10

158", 0° ORIENTATION FROM HANDHOLE

40
"

NOT TO SCALE
FROST FREE YARD HYDRANT12

SANITARY FROST
FREE YARD HYDRANT,
TEST AND ADJUST
LINKAGE BEFORE
BACKFILLING

NYSDOT #1 WASHED
CRUSHED STONE

FINISH GRADE

4' X 4' OUTSIDE
DIMENSION PULLBOX,
2' DEEP, OPEN BOTH
ENDS

(3) STAINLESS STEEL
BAND CLAMPS

#6 REBAR DRIVEN INTO
SUBGRADE

TEE THERMALLY FUSED TO
HDPE PIPE WITH REDUCER
FITTING

28
"

FILTRATION GEOTEXTILE

1"NPT

3"
76

" B
U

R
Y 

D
EP

TH

 1" HDPE WATER LINE

NYSDOT #2 WASHED
CRUSHED STONE
DRAINAGE SUMP

18
"

2'
-6

"
8"

STABILIZE SIDE SLOPES AS REQUIRED

NOT TO SCALE
WAYFINDING SIGN9

CONCRETE CURB, 6"W X 8"H

EXPANSION JOINT

CONCRETE PAVEMENT

HHS 3X3X3
16

HHS 2.25X2.25X1
8

WELDED
BRACKET
 1.5x1.5x3

8

STAINLESS STEEL
BOLT CONNECTION

4"SQ. OPENINGS (0.250"
DIA.) WELDED STEEL WIRE
MESH PANEL (TYP)

 3 8" THICK X 5" X 8"
STEEL ANCHOR

PLATE, WELT TO 3"
SQ. STEEL POST,
PAINTED BLACK

(TYP)

NOT TO SCALE
STEEL RAILING13

6'-0"
O.C.

3'
-3

1/
4"

5 
1/

2"
3 

1/
4"

UPRIGHTS: BLACK

NOTE:
SEE PLANS FOR
STORM PIPE &
DRAIN SIZES

10" DIA. CONCRETE
FOOTING (TYP)

SURFACE MOUNTING
TO CONCRETE WALL
OR PAVEMENT (TYP)

3
8" DIA. X 4" DEEP
STEEL ANCHOR

BOLTS (4)

24
"

M
IN

.

NOTE:
1. REFER TO PLANS FOR MOUNTING  TYPE.

2. CONTRACTOR SHALL PROVIDE SHOP
   DRAWINGS FOR APPROVAL.

NOTE:
EROSION CONTROL TO BE PLACED
BELOW MULCH IN PLANTED AREAS.

3'
-0

" H
T.

AT
 O

VE
R

LO
O

KS

4'
-0

" T
YP

.
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INSTALLATION:
1. THE SIGN SHALL BE INSTALLED WITHIN ONE WEEK OF COMMENCEMENT OF WORK.
2. THE SIGN SHALL BE ERECTED IN A PROMINENT LOCATION AND SECURED FROM

VANDALISM.
3. SIGN MUST BE MAINTAINED FOR AT LEAST 60 DAYS AFTER CONSTRUCTION

COMPLETION AND REMAIN PLUMB, LEVEL, AND IN GOOD CONDITION.

MATERIAL AND SIZE:
1. MEDIUM DENSITY OVERLAY EXTERIOR GRADE PLYWOOD WITH GRADE B SURFACE

VENEERS (MDO B-B EXT-APA).
2. EXTERIOR GRADE PRINTED SIGNS, SUCH AS CLOSED CELL PVC FOAMBOARD,

MOUNTED ON APA EXTERIOR GRADE SHEETS ARE ACCEPTABLE.
3. SIGNS SHALL BE HORIZONTAL FORMAT 4 FEET BY 8 FEET IN SIZE.

CONTENT:

1. ADOBE ILLUSTRATOR AND PDF FILES TO BE PROVIDED TO CONTRACTOR FOR
PRINTING.

2. THE SIGN SHALL BE FABRICATED BY A PROFESSIONAL SIGN MANUFACTURER.
3. LETTERING AND STRIPING SHALL BE UNIFORM WITH SHARP, NEAT PROFILES.
4. THE SIZE OF TEXT AND LOGOS MUST BE PROPORTIONAL TO THAT SHOWN ON THE

SIGN TEMPLATE.

NOT TO SCALE
DRI SIGNAGE1
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